
protection tubes

part part
length L=

70 mm 220 mm

270 mm

345 mm

370 mm

420 mm

470 mm

520 mm

150 mm

200 mm

250 mm

300 mm

350 mm

400 mm

450 mm

550 mm

650 mm

750 mm

850 mm

950 mm

1050 mm

110 mm

130 mm

160 mm

100 mm

140 mm

180 mm

220 mm

260 mm

120 mm

170 mm

220 mm

270 mm

320 mm

370 mm

420 mm

520 mm

length L=

for gas spring for gas spring

type

6/15 14/28

14/28

14/28

14/28

14/28

14/28

14/28

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

20/40

6/15

6/15

6/15

8/20

8/20

8/20

8/20

8/20

10/22

10/22

10/22

10/22

10/22

10/22

10/22

10/22

typenumber

563.400/1 540.400

540.402

540.401/12

540.403

540.404

540.413

540.405

590.100

590.110

590.120

590.130

590.140

590.150

590.160

590.170

590.180

590.190

590.200

590.210

590.220
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563.402/3

563.404

563.405

588.430/1

588.432/3

588.434/5

588.436/7

588.438/9

512.420

512.421

512.422

512.423

512.424

512.425

512.426

512.427

numbernumber

600.200 600.400

600.410

600.420

600.430

600.440

600.450

600.460

600.500

600.510

600.520

600.530

600.540

600.550

600.560

600.570

600.580

600.590

600.600

600.610

600.620

600.210

600.220

600.230

600.250

600.270

600.280

600.290

600.300

600.310

600.320

600.330

600.340

600.350

600.360

600.370

600.380

These protection tubes protect the piston rod against dirt and damage.

Standard version is available in zink plated.

Powder coated, black or white, or stainless steel is possible at extra cost.

All protection tubes are provided with a drainage hole.

In principle, for all types of gas springs, with the exception of gas springs with welded-on

eyes, protection tubes are available.

number

lengte L =
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